












Speci f icat ions
MODEL	 670	 673

Voltage Type	 DC	 DC

Voltage Range (kV)	 67.5 Volts	 67.5 Volts

Voltage Output Accuracy	 ±5% 	 ±5%

Coating Range (Min-Max)	 1 - 20 mils	 1 - 20 mils

Operating Temperature	 33°F to 148°F	 33°F to 148°F

Holiday Indicator Type	 Audible/Visual	 Audible/Visual

Battery	 9 Volt Battery	 120V AC

Battery Life	 Dependent Upon Load Applied	 N/A 
	 (Number of Holidays)	

Low Battery Indicator	 Yes	 120V AC (Optional 220V to 
		  120V transformer)

Unit Weight Only	 0.9 lbs	 1.9 lbs 
Unit Weight With Battery Only	 1.8 lbs

Unit Dimensions (LxWxH)	 9” x 4.5” x 3.25”	 9” x 9” x 3.25” 
With Wand	 25” x 4.5” x 8”

Domestic/International Standards	 NACE SP0188-2006	 NACE SP0188-2006 
Unit Complies With

Factory Warranty	 3 Month	 3 Month



PHYSICAL ADDRESS: 
1919 Antoine Dr. 

Houston, Texas 77055
MAILING ADDRESS: 
P.O. Box 55648 

Houston, Texas 77255-5648
PHONE: 713-681-5837

FAX: 713-681-4838

WORLDWIDE AVAILABILITY 
Pipeline Inspection Company has a worldwide 
distributor network to ensure that SPY® products 
are available where and when they are needed.

SEE OUR COMPLETE PRODUCT LINE AT PICLTD.COM


